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T55651 Barring Drive Assembly for T55910 EMD Barring Over Tool

Item #3 In Picture

T55910 Pneumatic Barring Over Tool With Remote Control for EMD Engines With
Governors

This tool includes an EMD Starter motor housing and gear that has been modified to
accommodate an air operated drive motor. The air motor is reversible allowing barring of
the engine in both directions.

NOTE: The starter motor must be removed to allow for use of this tool. Oil motor daily
with SAE 10 Oil.

1T22020 Air Motor
2 T22031 Remote Control
3 T55651 Barring Drive Asssembly

T57710S EMD Main Bearing Cap Lifter(Spoon Type)
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Main Bearing and Crankshaft
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T57890-115V Hydraulic Crankshaft Barring Over Tool - 115 volt - EMD Engines

This electric driven hydraulic barring over tool is easy to install, while it quickly and safely
performs the barring function on EMD engines. The control pendant allows for jog and
run operation and the kit is housed on a service cart for ease of movement and storage
when not in use. Complete operating instructions are included.

T57890-230V EMD Crankshaft Barring-Over Tool - 230V

T57900 Hydraulic Main Bearing Wrench - 115 volt - EMD Engines

This wrench also works on the 710 series engine. It is equipped with a 1 1/8” H.P. electric
driven 9,000 PSI power unit, 25 feet hose assembly, wrench head (factory set at 350 Ib.ft.
and 750 Ib.ft.), two wheel cart, and all sockets and appliances to service all current model
EMD engines
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T57900-230V Hydraulic Main Bearing Wrench - 230 volt - EMD Engines

This wrench also works on the 710 series engine. It is equipped with a 1 1/8” H.P. electric
driven 9,000 PSI power unit, 25 feet hose assembly, wrench head (factory set at 350 Ib.ft.

and 750 Ib.ft.), two wheel cart, and all sockets and appliances to service all current model
EMD engines
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